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§ 74.8 Approval labels. 

(a) Certificates of approval will be ac-
companied by photographs of designs 
for the approval labels to be affixed to 
each coal mine dust personal sampler 
unit. 

(b) The labels showing approval by 
the National Institute for Occupational 
Safety and Health and by MSHA shall 
contain such information as MSHA or 
Institute may require and shall be re-
produced legibly on the outside of a 
sampler unit as directed by the appro-
priate bureau. 

(c) The applicant shall submit full- 
scale designs or reproductions of ap-
proval labels and a sketch or descrip-
tion of the position of the labels on 
each unit. 

(d) Use of the approval labels obli-
gates the applicant to whom the cer-
tificates of approval were issued to 
maintain the quality of the complete 
coal mine dust personal sampler unit 
and to guarantee that the complete 
sampler unit is manufactured or as-
sembled according to the drawings and 
specifications upon which the certifi-
cates of approval were based. Use of the 
approval labels is authorized only on 
sampler units which conform strictly 
with the drawings and specifications 
upon which the certificates of approval 
were based. 

[35 FR 4326, Mar. 11, 1970, as amended at 37 
FR 26712, Dec. 15, 1972] 

§ 74.9 Material required for record. 

(a) As part of the permanent record 
of the investigation, the National In-
stitute for Occupational Safety and 
Health will retain a complete coal 
mine dust personal sampler unit, and 
MSHA will retain a pump unit, that 
has been tested and certified. Material 
not required for record purposes will be 
returned to the applicant at his request 
and at his expense on written shipping 
instructions to MSHA or Institute. 

(b) As soon as a coal mine dust per-
sonal sampler unit is commercially 
available, the applicant shall deliver a 
complete unit free of charge to the Na-
tional Institute for Occupational Safe-
ty and Health, Department of Health 
and Human Services, Box 4256, 944 

Chestnut Ridge Road, Morgantown, WV 
26505. 

[35 FR 4326, Mar. 11, 1970, as amended at 37 
FR 26712, Dec. 15, 1972; 47 FR 28095, June 29, 
1982] 

§ 74.10 Changes after certification. 

(a) If the applicant desires to change 
any feature of a certified coal mine 
dust personal sampler unit, he shall 
first obtain the approval of the Na-
tional Institute for Occupational Safe-
ty and Health pursuant to the fol-
lowing procedures: 

(1) Application shall be made as for 
an original certificate of approval, re-
questing that the existing certification 
be extended to encompass the proposed 
change. The application shall be ac-
companied by drawings, specifications 
and related material, as in the case of 
an original application. 

(2) The application and accom-
panying material will be examined by 
the National Institute for Occupational 
Safety and Health to determine wheth-
er testing of the modified sampler unit 
or components will be required. Test-
ing will be necessary if there is a possi-
bility that the modification may affect 
the performance of the sampler unit 
adversely. The National Institute for 
Occupational Safety and Health will 
inform the applicant whether such 
testing is required. 

(3) If the proposed modification 
meets the pertinent requirements of 
these regulations, a formal extension 
of certification will be issued, accom-
panied by a list of new and revised 
drawings and specifications to be added 
to those already on file as the basis for 
the extension of certification. 

(b) If a change is proposed in a pump 
unit of a certified coal dust personal 
sampler unit, the approval of MSHA 
with respect to intrinsic safety shall be 
obtained in accordance with the proce-
dures set forth in paragraph (a) of this 
section. 

[35 FR 4326, Mar. 11, 1970, as amended at 37 
FR 26712, Dec. 15, 1972] 

§ 74.11 Withdrawal of certification. 

Any certificate of approval issued 
under the regulations in this part may 
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